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Universal switching of plasmonic signals using optical
resonator modes
Cillian PT McPolin1,*, Nicolas Olivier1,2,*, Jean-Sebastien Bouillard1,3,*, Daniel O’Connor1,4, Alexey V Krasavin1,
Wayne Dickson1, Gregory A Wurtz1,5,* and Anatoly V Zayats1,*
We propose and investigate, both experimentally and theoretically, a novel mechanism for switching and modulating plasmonic
signals based on a Fano interference process, which arises from the coupling between a narrow-band optical Fabry–Pérot cavity
and a surface plasmon polariton (SPP) source. The SPP wave emitted from the cavity is actively modulated in the vicinity of the
cavity resonances by altering the cavity Q-factor and/or resonant frequencies. We experimentally demonstrate dynamic SPP mod-
ulation both by mechanical control of the cavity length and all-optically by harnessing the ultrafast nonlinearity of the Au mirrors
that form the cavity. An electro-optical modulation scheme is also proposed and numerically illustrated. Dynamic operation of
the switch via mechanical means yields a modulation in the SPP coupling efﬁciency of ~ 80%, while the all-optical control pro-
vides an ultrafast modulation with an efﬁciency of 30% at a rate of ~ 0.6 THz. The experimental observations are supported by
both analytical and numerical calculations of the mechanical, all-optical and electro-optical modulation methods.
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INTRODUCTION
The implementation of energy-efﬁcient and ultrafast functionalities for
the generation and control of electromagnetic radiation in nanoscale
devices represents a prerequisite for the development of ultra-integrated
photonic circuits. Plasmonic components, together with hybrid plasmo-
nic–dielectric structures, enable strong light–matter interaction, thereby
allowing the realization of small-footprint, low-power and high-efﬁciency
switches and modulators of optical signals in an integrated manner1. Such
components have been achieved by incorporating electro-optic or non-
linear materials2, quantum dots and photochromic molecules into
plasmonic structures3,4 to increase weak refractive or absorptive changes
of the functional media. The modulation speed and depth are both
critical factors for many applications, including data transport and
processing, and consequently efﬁcient ultrafast control is currently the
focus of considerable research efforts. Furthermore, minimizing the
switching energy is essential for the on-chip integration of plasmonic
devices and ensuring a broad range of practical applications.
A promising route for achieving this goal involves employing
nonlinear plasmonic structures, which provide the opportunity to
manipulate optical and plasmonic signals with low switching energies,
due to large resonant local ﬁelds5. Moreover, plasmonic excitations
may respond on a short timescale, typically a few tens of femtoseconds
to picoseconds, presenting an avenue for ultrafast electromagnetic
signal control at the nanoscale. Using the nonlinearity of plasmonic
metals and adjacent dielectrics, several approaches to switching and
modulation have been investigated, including controlling the disper-
sion of Bloch modes in plasmonic crystals6,7, manipulating the coupling
efﬁciency to surface plasmon polariton (SPP) modes8 and optically
modulating plasmonic losses of an aluminum SPP waveguide9.
In addition to planar structures, plasmonic metamaterials have
been shown to facilitate ultrafast control of photonic signals. These
modulation processes can be tailored to, and enhanced at, speciﬁc
wavelengths10,11, providing nonlinearity that can be extensively engi-
neered through geometrical means12. Plasmonic metamaterials, nano-
antennas and components can also be integrated into dielectric or Si-
photonic circuitry to achieve active functionalities13–16.
In this paper, we propose a novel SPP switching scheme that
is efﬁcient under various control methods, including mechanical,
electro-optical and all-optical operation, whilst remaining compatible
with other existing photonic and plasmonic components. Speciﬁcally,
in the all-optical implementation, the switch provides ultrafast
modulation speeds with practically useful modulation depths, together
with the potential for low switching energy. In addition, high
modulation depths are easily achieved using mechanical control. The
underlying mechanism of the switch is based on the coherent coupling
between a spectrally sharp Fabry–Pérot (FP) cavity resonance and a
broadband SPP source, with the relative phase relationship between
the two providing an efﬁcient means to control the emitted SPP
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power. Moreover, the switching process may be viewed in terms of
interfering oscillators and thus understood as a Fano effect. The
sensitivity of Fano resonances is particularly advantageous for switch-
ing and sensing applications17–23.
MATERIALS AND METHODS
Sample fabrication
Using a focused ion-beam microscope, a slit was milled in a 50 nm-
thick gold (Au) ﬁlm that also serves as the supporting medium for the
SPP modes that are excited upon illumination. The slit width of
~ 150 nm provides a broad transmission spectrum and signiﬁcant
wavevector spread of scattered light, ensuring SPP excitation in the
visible region. The FP cavity is formed between two 50 nm-thick
mirrors (Figure 1b). This geometry imposes a signiﬁcant cavity length,
on the order of microns, ensuring that the interaction between the two
ﬁlms is minimized for SPPs leaking into the substrate. The upper
mirror was formed by thermally evaporating a 50 nm gold ﬁlm onto a
glass slide that was subsequently attached to a three-dimensional-
printed custom holder. This in turn was mounted onto a piezo stage,
allowing x–y–z control. The design of the three-dimensional-printed
holder ensured that the upper mirror was positioned relatively parallel
with the lower gold ﬁlm. In addition, the presence of air inside the
cavity, instead of a dielectric material, minimizes undesirable intra-
cavity SPP refraction and interference as the plasmonic signal
transmits from the resonator, of ﬁnite lateral width, to the isolated
Au ﬁlm. It is also important to emphasize that air was chosen to ﬁll
the cavity to guarantee the emergence of leakage radiation in the
substrate, originating from SPPs, which is the observed experimental
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Figure 1 (a) SPP excitation with a slit in a metal ﬁlm. (b, c) Geometry of the switch composed of a cavity formed by two metal ﬁlms with the bottom one
(mirror 1) containing a slit and also acting as an SPP waveguide. The two ﬁlms are separated by an air gap L deﬁning the cavity length. The top ﬁlm (mirror
2) has a ﬁnite width W. The cavity can be illuminated through the slit (b) or the top mirror (c). (d–f) Experimentally measured and (g–i) simulated dispersions
of SPPs under the excitation conditions (a–c), respectively. The thickness of mirrors 1 and 2 is 50 nm and the slit width is 150 nm. The width W of mirror 2
is on the order of 10s of microns. The cavity length L is approximately 6 μm. The contrast in each dispersion (d–i) is normalized to the maximum intensity.
The broader resonances in f compared with e may be due to different collimation of illuminating light.
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quantity. An effective switch could otherwise take various geometries,
including a cavity composed of two extended ﬁlms in a homogeneous
dielectric environment.
SPP coupling efﬁciency measurements
Supplementary Figure S1 shows the experimental setup used to
measure the SPP intensity, via monitoring the leakage radiation
intensity, and to demonstrate dynamic signal modulation. Incident
radiation scatters from the slit, thus exciting SPPs that subsequently
tunnel through the thin Au ﬁlm and couple to light propagating in the
substrate. An oil immersion objective (100× , numerical aperture
(NA)= 1.42) was used to collect this leakage radiation that was then
imaged in Fourier space by the 4-lens arrangement, yielding the SPP
dispersion when the structure is illuminated by a white light beam24.
The leakage radiation intensity is directly proportional to the experi-
mental coupling efﬁciency, with this coupling efﬁciency normalized to
the maximum measured value. Removing lens L3 allowed the real
space to be imaged, whilst real and Fourier space ﬁlters may be placed
in the corresponding planes.
Mechanical modulation
The position of the top mirror in Figure 1b and 1c is controlled by a
closed-loop piezoelectric stage, which also permits the cavity length to
be mechanically varied. No active feedback was employed in the
mechanical modulation experiment, but rather the piezo stage was
continuously raster scanned in the vertical direction for improved
stability. The cavity length was then determined from the measured
mode spacing, via the equation L= πc/Δωr, where L is the cavity
length and Δωr is the mode spacing. The illuminating white light can
be fed into the cavity either via the slit or through the top mirror
(Figure 1).
Optical modulation
Transient pump-probe measurements were performed with a 200 fs
transform-limited, 460 nm wavelength pump pulse, which controls
the state of the switch while a time-delayed chirped 1 ps broadband
white light super continuum probe pulse acts as the signal. A delay line
controls the temporal delay between the pump and probe pulses,
providing a time step on the order of 50 fs. Scanning the delay line
thus allowed the modulation dynamics to be recovered. The measure-
ments were performed in the slit illumination conditions described in
Figure 1b. A beam block, positioned in an intermediate Fourier plane
in the collection system, ﬁlters out the zero-order reﬂection from both
the signal and pump pulses, whereas stop-band ﬁlters remove the
remaining scattered pump intensity (Supplementary Fig. S1). In the
measurements, a time delay τ=− 1.1 ps corresponds to the ground-
state response of the cavity system, the same as τ→∞.
Numerical modeling
The studied device was numerically modeled using commercial ﬁnite-
element method software (COMSOL Multiphysics 4.3a) applying gold
permittivities taken from Ref. 25. A monochromatic Gaussian beam
(full width at half maximum= 6 μm) was used to illuminate the
structure at normal incidence, and the SPP intensity was monitored by
performing a fast Fourier transform on the magnetic ﬁeld. The
nonlinear optical dynamics were modeled using the two-temperature
model12 (Supplementary Note 1). The voltage-induced changes in
indium tin oxide (ITO) permittivity were modeled according to the
method described in Ref. 16.
RESULTS AND DISCUSSION
We consider a generic geometry consisting of a plasmonic waveguide
with an optical cavity formed by a mirror positioned at some distance
from the waveguide, with both layers parallel with respect to each
other (Figure 1b and 1c). To utilize the cavity as a modulating element
for SPP signals, the illuminating light can be delivered to the cavity
either through a slit, which acts as the SPP source, placed in the
waveguide (Figure 1b) or through the semi-transparent mirror
(Figure 1c). Illuminating the cavity through the slit results in the
transmitted intensity feeding the cavity and partly coupling to SPPs via
scattering by the slit. This direct coupling pathway to SPPs is typically
not very efﬁcient when considering the waveguide alone. For example,
the numerically modeled SPP coupling efﬁciency is ~ 10% at a free-
space wavelength of 850 nm for a 100 nm wide slit in a 200 nm-thick
Au ﬁlm on a glass substrate. This efﬁciency is estimated as the ratio
between the power in the SPP mode 10 μm away from the slit, taking
into account SPP propagation loss, to the power incident on the slit
aperture (Supplementary Note 2).
In contrast, the cavity geometry allows light not coupled to SPPs
upon the initial slit diffraction to be reﬂected back towards the slit by
the upper mirror, providing another opportunity for scattering and,
thus, SPP excitation. If the light frequency is close to the FP resonance
frequency, multiple reﬂections within the cavity can provide in-phase
enhancement of the light emitted by the slit, yielding an increased
light-to-SPP coupling efﬁciency of tens of percents compared with
either the metal ﬁlm without a cavity or in off-resonance conditions26.
We may consider this to be an indirect pathway for SPP excitation, as
it relies on light that initially scattered from the slit without coupling
to SPPs. The efﬁciency of this indirect pathway to excite SPPs,
originating from light trapped within the cavity, depends on the
resonant properties of the cavity, including the resonant frequency and
Q-factor, and can therefore be controlled by altering the modal
properties of the cavity.
This effect paves the way for efﬁcient switching and modulation of
plasmonic signals. As optical cavity modes are naturally very sensitive
to any changes in the path length (shifting the resonances) or losses
(altering the Q-factors of the resonances), efﬁcient switching can be
designed for any given wavelength by choosing the appropriate
geometry of the cavity and refractive index of a material inside it.
Thus, the proposed approach provides a universal geometry for the
modulation of plasmonic signals, offering dynamic control through
different means, including micromechanical motion of the mirror,
all-optically altering the resonance conditions via third-order Kerr
optical nonlinearities, through electro-optical effects, and other effects
that inﬂuence the cavity modes.
SPP excitation efﬁciency in the presence of cavity resonances
Figure 1d shows the SPP dispersion measured for an Au–air interface
without the presence of the top mirror (Figure 1a), obtained by
exciting SPPs with white light transmitted through the slit. When the
top mirror is positioned above the slit, forming a cavity with a length
of ~ 6 μm (Figure 1b), a series of dark bands appear in the dispersion
(Figure 1e), indicating a reduction in the SPP excitation efﬁciency at
the frequencies of the cavity resonances. The reduction in leakage
radiation extends beyond the SPP dispersion range, along the cavity
resonances, clearly indicating a modiﬁcation of the slit emission
properties when coupled to the modes from the cavity. The resonant
frequencies for such a cavity occur at ωr= rπc/L, where r is an integer
corresponding to the mode number, L is the cavity length and c is the
speed of light. The SPP dispersion in Figure 1e contains ﬁve
dispersion-less (equidistant by ~ 0.1 eV) cavity modes in the frequency
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range ħωr= 1.45–1.95 eV, corresponding to r= 15–19. When illumi-
nating the cavity with white light through the top mirror instead of
through the slit (Figure 1c), the same ﬁve resonances are observed in
the dispersion. However, they now appear as bright bands instead of
intensity minima, indicating an increase in the SPP coupling efﬁciency
(Figure 1f).
These observations can be understood by considering the inter-
ference between the broad continuum of the slit diffraction and
the narrow resonances supported by the cavity. The frequency
dependence of this Fano-type interference can be expressed as
FðoÞ ¼ ½qþ 2ðo orÞ=G2=1þ ½2ðo orÞ=G2, where G is the
resonance linewidth, and the Fano parameter q describes the ratio
between indirect, resonant scattering and direct, non-resonant
scattering26–30.
Illumination of the cavity through the slit leads to asymmetric
lineshapes in the SPP dispersion at frequencies in the vicinity of the
cavity resonances (Figures 1e, 2a and 2b). In this case, the Fano regime
is characterized by the parameter q being close to unity (q~1), as the
direct and indirect scattering processes have similar amplitudes. The
resulting SPP intensity exhibits a considerable spectral modulation
with both a twofold enhancement and suppression compared with the
single ﬁlm geometry (Figure 2a). There is a general decrease in SPP
coupling efﬁciency at higher wavelengths (Figure 2b), which is due to
the wavelength-dependent scattering efﬁciency from the slit, and is not
related to the presence of the cavity. The observed modulation arises
from the modiﬁcation by the FP cavity of the emission properties
of the slit, both in term of emitted power and radiation diagram
(Figure 3b and 3e), clearly showing that the modulation in the SPP
excitation efﬁciency follows a change in the source in-plane scattering
intensity. Moreover, considering the simulations of Figure 3, whereas
the total power emitted by the slit is only reduced by ~ 8% going from
an off-resonance (L= 200 nm) to on-resonance (L= 425 nm) cavity
excitation, the SPP power changes by almost 99%, an effect thus
mainly governed by a change in the slit emission diagram.
When the cavity is fed through the top mirror, the SPP resonance
lineshapes are symmetric, illustrating only resonant enhancement
(Figures 1f, 2c and 2d), which is indicative of the enhanced ﬁeld at
the cavity mode frequencies scattered by the slit edges into SPP modes.
This regime corresponds to a Fano parameter q much greater than
unity (q441), as indirect resonant scattering becomes the dominant
process.
The observed change in SPP intensity near the cavity resonances
equates to a modiﬁcation of the SPP coupling efﬁciency. In addition,
SPPs may be excited on the upper mirror due to scattering from the
mirror edges, provided the mirror width W is comparable to the beam
width, or roughness of the Au ﬁlms. However, in the experiment, the
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Figure 2 (a, c) The spectral dependences of the coupling efﬁciency obtained under (a) slit- and (c) mirror-illumination conditions plotted from the cross-
section of b and d, respectively, for (solid lines) a ﬁxed cavity length L and (dashed lines) a single ﬁlm without the cavity. Inserts in a and c illustrate the
illumination geometry. (b, d) SPP coupling efﬁciency spectra as the cavity length increased by ΔL for (b) slit- and (d) mirror-illumination conditions. The
coupling efﬁciencies are normalized to their maximum values. Other parameters are as in Figure 1. b corresponds to a cross-section along the SPP dispersion
of Supplementary Movie S1.
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beam is much smaller than the mirror width and thus SPP excitation
is negligible. Moreover, the separation between the two ﬁlms is on the
order of microns and hence any SPPs on the upper mirror would not
signiﬁcantly interact with those on the lower one. Numerical simula-
tions for the geometries equivalent to the experiment exhibit excellent
agreement with the observed dispersions (Figure 1g–1i). However,
there is greater background light scattering in the experiments
compared with the simulations, partially due to the roughness of
the gold ﬁlms. This is visible in Figure 1d–1f as broad bands
surrounding the SPP dispersion curves. The black areas on either
side of these bands are a consequence of ﬁltering in the Fourier space
and the ﬁnite NA of the objective.
The simulated electric ﬁeld distributions when the cavity is driven
on- and off-resonance also clearly show the change in SPP coupling
efﬁciency (Figure 3c and 3f). The proposed switch has the potential to
be scaled to sub-wavelength dimensions and provides the opportunity
to control the directionality of SPP coupling by displacing the mirror
laterally (Figure 3h–3n). In this asymmetric system, the resulting Fano
resonances possess different lineshapes for the right- and left-
propagating SPPs, hence illustrating the directional coupling at
frequencies near the cavity modes. Altering the cavity length has the
effect of changing directionality from ~0.2 to ~ 0.8 (Figure 3h), with
the electric ﬁeld proﬁles conﬁrming the asymmetry.
SPP switching through micromechanical modulation of the cavity
length
We ﬁrst consider the modulation scheme based on driving the
cavity in and out of resonance, which was experimentally imple-
mented by electro-mechanically controlling the position of the top
mirror using a piezoelectric translator. This modiﬁes the cavity
length L and, as a result, shifts the cavity resonance frequencies by
Δωr~ (rπc/L2)ΔL. For example, a change in length by ΔL= 200 nm
corresponds to a change in the resonant frequency by
Δħωr~ 0.06 eV for r= 18, resulting in an observed 80% change
in the SPP coupling efﬁciency in the slit-fed conditions
(Figure 2b). This is equivalent to a modulation amplitude of
YB7 dB, where Y ¼ 10log 10ðP1=P0Þ, and P1 and P0 are the ‘on’-
and ‘off’-state powers of the switch, respectively. Comparable
modulation is observed at the wavelengths of higher cavity
resonances (Supplementary Movie S1) and for the mirror feed
geometry (Figure 2d). In addition to piezoelectric control, electro-
static and electrothermal schemes may also be implemented for
this SPP modulation approach with high-frequency cantilevers or
membranes acting as the second mirror, similar to those employed
in the wavelength tuning of vertical-cavity surface-emitting
lasers31,32.
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Figure 3 (a) Simulated dependence of the SPP coupling efﬁciency on the cavity length L. The SPP coupling efﬁciencies in a and h have been normalized to
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aperture in the emission diagrams is indicated by a black point in b, e, i and l.
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Ultrafast SPP switching through optical modulation of cavity
resonances
Ultrafast switching on the picosecond timescale can be achieved in all-
optical schemes where a control beam is used to modulate the
coupling of a probe beam to SPP modes, further illustrating the broad
adaptability of the cavity-based system. To demonstrate all-optical
modulation, the control light takes the same path as the signal light,
both illuminating the cavity from the slit side. In this geometry, the
modulation approach is to use the control light to modify the
reﬂectivity of the cavity mirror, changing the Q-factor that governs
the Fano process. A control beam at a wavelength of 460 nm and
200 fs in pulse duration primarily affects the bottom mirror’s
reﬂectivity through a change in the imaginary part of the
Au permittivity subsequent to optical absorption via both interband
and intraband electronic excitation processes10. Although the real part
of the Au permittivity is also modiﬁed in this process, the magnitude
of the change, and therefore its effect, is much smaller, typically by
about one order of magnitude. These changes in the permittivity of
Au follow a control beam-induced rise in the electron energy, which is
subsequently dissipated with a typical relaxation time on the order of a
picosecond, mainly governed by electron–phonon scattering processes
in Au. Hence, the nonlinearity of Au permits the Q-factor of the cavity
to be adjusted on the picosecond timescale.
The dispersion of the excited SPP modes, measured from the leakage
radiation for a small angular interval of interest (Figure 4a, left panel),
reveals two minima in the SPP coupling efﬁciency, which are the result
of the resonant excitation of the cavity modes at λ= 602 and λ= 584 nm
for a cavity length of ~ 9 μm, again illustrating the distinct asymmetric
Fano lineshape (Figure 4d). The time-dependent modiﬁcation of the
SPP dispersion, obtained for off-resonance control light with a center
wavelength of 460 nm and a ﬂuence of 0.45 mJ cm− 2, is plotted in the
right panel of Figure 4a around the arrival time of the control pulse,
τ= 0 ps, corresponding to the maximum temporal overlap between
control and signal pulses. The cross-sections of these dependencies show
that the general Fano lineshape is never lost throughout the transient
process with the strongest effect coming from the attenuation of the
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Figure 4 (a) Left: SPP dispersion measured under the slit illumination conditions (as in Figure 1e). Right: dynamics of the SPP coupling efﬁciency measured
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peak at 585 nm, resulting in a change in the generated SPP intensity on
the order of 30% (Figure 4b and 4c), corresponding to a modulation
amplitude of approximately YB1:5 dB. The slight modiﬁcation in the
resonance lineshape can be traced back to the changes in the ratio of
direct to indirect scattering intensities. This affects the Fano parameter
q, which decreases upon optical excitation due to an induced increase in
cavity losses.
Numerical simulations of the experimental conditions conﬁrm
these considerations and also reproduce the coupling efﬁciency
behavior (Figure 4f). The Q-factor was calculated to be Q~380
before the arrival of the control pulse (τ=− 1 ps), decreasing to
Q~300 when τ= 0 ps, as can be seen in the transmission spectrum of
the cavity (Figure 4g), which accounts for the variation in the Fano
parameter. Moreover, the simulations show that this excitation energy
corresponds to a peak electron temperature increase for the lower
mirror to ~ 1580 K from the initial temperature of 300 K, subsequent
to an absorption of ~ 65% of the incident energy, whereas for the
upper mirror, the electron temperature reaches ~ 620 K upon
absorption of ~ 10% of the incident control pulse energy. The
resulting maximum change in the permittivity of Au of the lower
mirror containing the slit is on the order of (Re(εAu)1580 K−
Re(εAu)300 K)/Re(εAu)300 K ~ 3% and (Im(εAu)1580 K− Im(εAu)300 K)/
Im(εAu)300 K ~ 125% in the same spectral range (580–620 nm), also
conﬁrming the dominant role of the imaginary part of the Au
permittivity in the switching mechanism. The dynamics of the system,
as determined experimentally from the transient dependence, is on the
order of 1.5 ps (Figure 4a and 4c). This process is mainly governed by
electron–phonon scattering in Au, as recovered through transient
nonlinear simulations that retrieve the nonlinear dynamic response
(cf. Figure 4c and 4e).
SPP switching through electro-optical control of cavity resonances
In addition to all-optical and mechanical modulation, the opportunity
exists for electro-optical control of the switch. For example, this may
be implemented via the refractive index modulation that occurs in
ITO under the application of an electric ﬁeld, which originates from
an increased carrier concentration in the material16,33. To employ this
effect, without strongly affecting SPP modes at the Au/air interface, we
numerically investigated a multilayer serving as the upper mirror,
which consists of two gold ﬁlms, acting as electrodes, separated by
layers of ITO and HfO2 (Figure 5a). In this geometry, a voltage of 5 V
applied between the electrodes leads to a change in the SPP coupling
efﬁciency of up to 30%, which is equivalent to a modulation
amplitude of approximately YB1:5 dB. Although the SPP Fano
resonance (Figure 5b) maintains the same general shape upon
applying a voltage, it is blue-shifted, implying that the resonance
frequency is modiﬁed. This is conﬁrmed by the cavity transmission
peak moving to a shorter wavelength (Figure 5c), due to the formation
of an accumulation layer that effectively reduces the cavity length.
Hence, whereas the cavity Q-factor changes from Q~110, without an
applied voltage, to Q~100 when 5 V are applied, the SPP modulation
primarily stems from a reduction in the effective cavity length.
CONCLUSIONS
We have presented an effective switching conﬁguration for plasmonic
signals based upon a Fano interference process occurring between a
broadband SPP source and a narrow-band cavity resonator. This inter-
ference process modiﬁes the coupling efﬁciency of incident light-to-SPP
modes. Choosing the cavity so that the illuminating light wavelength is
near a FP resonance provides a universal means of efﬁciently controlling
the SPP coupling efﬁciency by various schemes including micromecha-
nical, nonlinear optical and electro-optical methods. In addition, the
proposed switch offers the opportunity for controlling the directionality
of SPP coupling, further expanding its functionality.
Experimental illustration of the dynamic modulation was achieved
both mechanically, by spectrally shifting the cavity modes, and
all-optically, by altering the Q-factor of the cavity resonances.
The mechanical switch allows for a large change in the SPP coupl-
ing efﬁciency, exceeding 80%, whereas a two-color transient experi-
ment demonstrated ultrafast SPP modulation with a change in the
coupling efﬁciency of ~ 30% on the picosecond timescale. Effective
implementation of mechanical control may be easily achieved via
schemes similar to those employed in the wavelength tuning of
vertical-cavity surface-emitting lasers. Moreover, to further improve
the energy efﬁciency of this Fano-based switching device under
nonlinear optical control, one can consider embedding nonlinear
materials in the cavity, or altering the mirror material and geometry34,
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Figure 5 (a) Schematic of the electro-optical switching: the top mirror is the
multilayer Au/ITO/HfO2/Au with the layer thicknesses of 50/2/2/2 nm,
respectively. The 2 nm-thin Au layer acts as an electrode while also allowing
signiﬁcant optical transmission. Applying a voltage across multilayer mirror
results in a change in reﬂection from the ITO–HfO2 interface due to charge
accumulation. (b) The spectra of the SPP coupling efﬁciency with and
without an applied voltage of 5 V. Dashed line at a wavelength of 687 nm
indicates the spectral position of 30% change in coupling efﬁciency.
(c) Transmission spectra of the cavity with and without an applied voltage of
5 V. The coupling efﬁciencies and intensities are normalized to their
maximum values.
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to augment the shift of the resonances. Such a conﬁguration may also
provide an opportunity to design multistable outputs of the switch.
The range of wavelengths at which modulation may take place is
governed by the spectral position of the cavity modes. Increasing the
cavity length would shift a given cavity mode to larger wavelengths and
also increase the mode density in a given spectral range. In terms of
exciting plasmonic modes, we have studied this using Au ﬁlms in the
visible to infrared spectral region. However, the same scheme would
work at any wavelength, providing an appropriate plasmonic material
was chosen (for example, Ag or Al in the ultraviolet spectral range) to
support SPPs, or appropriate waveguides were implemented to support
waveguided photonic modes. Moreover, the geometry described here
provides a proof-of-principle demonstration, and may subsequently be
optimized to yield improved performance. In principle, any geometry
comprising a FP cavity coherently coupled to a source would provide
the demonstrated switch functionality, and room for optimizing the
performance of the switch is therefore likely.
In general, the proposed modulator geometry is amenable to
interfacing with other plasmonic and photonic components, such as
waveguides, detectors and sources, making it an ideal candidate for
active nanophotonic applications, where integrated electro-optical,
all-optical or micromechanical control of signals is required. The
described general principle of the switching mechanism, which is
based on the high sensitivity of the Fano resonances, can be easily
extended to other functional geometries and operating wavelengths to
create high-speed integrated devices for applications in biosensing, as
well as in displacement, pressure and acoustic metrology.
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